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TECHNICAL DATA

Wet/dry vacuum cleaner with 3 motors, equipped with antistatic 
kit. The filtering system is made of  a polyester filter + cartridge 
filter. Removable wet/dry container for maximum reliability. 
Accessory basket. HEPA cartridge filter (optional).

Industrial wet/dry vacuum cleaners single phase
GHIBLI AS 40 IK

PRODUCT IDENTIFICATION
TYPE REF. NO.

AS 40 IK 18961210011

Filter cleaning by closed unit Cartridge filter

Polyester filter Floating system and lid

Max power rating W 3450

Rated power (nominal power) W 2900

Container capacity l 60

Useful capacity l 40

Filtering surface m² 0,4+1,06 (Cartridge filter)

Air flow rate l/s 150

Vacuum mbar 205

Sound level db(A) 66,5

Power supply cable m 10

Weight (without accessories) Kg 49

Dimensions mm 765x560x1280

STANDARD ACCESSORIES Ø 50

TYPE REF. NO.

Flexible hose 3 m 6010712

Curved extension tube ø 50 2511700

Adjustable dry brush 0,40 m 6010052

Adjustable wet floor tool 0,40 m 6010050

Round brush 2511720

Crevice tool 2511730

Cartridge filter (Filtering surface 1,06 m²) 2512743

Polyester filter (filtr. surf. 0,9 m²) 6895000

Connection ø 50 2511710

Floating system and lid 6895250


